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described that adds the schedule information to the first cell
broadcast message.

21 Claims, 11 Drawing Sheets

6 5 4 3 2 1

Spare

610 —»

Sequence Number

_/
602~ gog

620

612 614

608

616 618

610 —

Black 0 (00)

Block 1 (01)

Block 2 {10) Block 3 {11}

Cell Broadcast message




US 9,179,439 B2
Page 2

(56)

References Cited

U.S. PATENT DOCUMENTS

2005/0193309 Al*
2008/0141094 Al*
2011/0201365 Al
2012/0113947 Al
2013/0022084 Al
2013/0155954 Al*

9/2005
6/2008
8/2011
5/2012
1/2013
6/2013

Grillietal. ......cccoeeee 714/752
Vayanos et al. ............... 714/751
Segura

Kim et al.

Vasseur et al.

Wangetal. ..o 370/328

OTHER PUBLICATIONS

International Search Report and Written Opinion—PCT/US2013/
039145—ISA/EPO—Jul. 31, 2013.

3GPP TS 23.041: “3rd Generation Partnership Project; Technical
Specification Group Core Network and Terminals; Technical realiza-
tion of Cell Broadcast Service (CBS)”, Version 8.7.0, Release 8, Dec.
2011, pp. 44.

* cited by examiner



US 9,179,439 B2

Sheet 1 of 11

Nov. 3, 2015

U.S. Patent

SEYNERVAT]

011~/

[ O

d0eLIIU|

V1T

wia3sAs 3u1Ssa20.d

sng

wnIpan
10S$320.d Alowon
3|gepeay-491ndwo)
901 v01” so1”’

13sn

Noor



US 9,179,439 B2

Sheet 2 of 11

Nov. 3, 2015

U.S. Patent

¢ OId

0S¢

1414

3}IOMIDN 340D

\.

juawdinb3
195N

9|IqOIN ‘_ ISN

117”7

o1z’

ooz



US 9,179,439 B2

Sheet 3 of 11

Nov. 3, 2015

U.S. Patent

£ D14

aroe

/ocm



US 9,179,439 B2

Sheet 4 of 11

Nov. 3, 2015

U.S. Patent

v "OId

T1

‘\_ JaheT |earsAud _
90t sjauuey) Jodsued| 0

\_ VN _
(1) 87 sjauuey) |ea1So 0

\_ 314 _
A447 «

\_ d2dd siaJ4eag oipey
viv 3uljeusis

siaJeag oipey
aue|d-n |013U0) Jdd
91v

4

+——>oue|d-uasn

L

aue|d-|0J3u0)—»

€1

oor



US 9,179,439 B2

Sheet 5 of 11

Nov. 3, 2015

U.S. Patent

$ DI
™\ N
085~ 785 ~ 955~ GES 9€5 ~ 8ES ~ 6€S
. |
921Nn0S§ 10S$320.4d V— 10559204d .— 105593044 10SS3201d UIS
=1 oswely lanwsued] JOAI303Y awelq
eieq jwsued | 1 JAI323Y eleq
™ ywsues| JA1923Y |—
f § f § [ A
IS ~
_ ! i J055320.d
— /43|Npayas
_ 1055330.d —Lo&muo#_ 105592044 _ J055320.4d
AIOWDIA | - = <>
_\E__obcou \— [auuey?y |suuey?y _\E__obcou Al_ —I
2657 boss” ¥ ves 7§ B s -~ ovs” 4 u_aoews_
z56 ES | s~
105532044 _ 105532044
UIS 105832014 10S5320.d 224n0S
sweld | JOAIDIIY Japwsuedy aweld -
e1eq A1902Y : .1 nwsueday eleq
EYNEREN] _ Hwsuel) [+ —
s’ ous” 095 -/ ss - zes 0gs - 0zs -7 715~
1uawdinb3g uasn g 9poN
J y,
0ss”’ Py

“oos



US 9,179,439 B2

Sheet 6 of 11

Nov. 3, 2015

U.S. Patent

9 'OId

938essaw 1seapeouq [|13D \_

(TT) £>0019 (0T) Td0Ig (T0) T ¥0Ig (00) 01019
~

~— 019
N— 819 - 919 = V19 - [4%]
/
029
s 809 e 909 \I v09 209
T 0 0
AI
Jaqwinp 93uanbag g1 adi aJeds 019
T 4 € 14 S 9 L 8 ‘syg

/oo



US 9,179,439 B2

Sheet 7 of 11

Nov. 3, 2015

U.S. Patent

L DIA

pul

pul

3|npayds
pPaA1923J4 9y} 03 ulplodoe
93dessa X3U B 3AI909

NED13 19034 I\ 0TL

q

3|Npayds 93essaNl
g9 IXSN 9Y3 10B4IXD
pue 33ess3|Al 9D 9Y3 9sJed [N\ 302

i

93BSSOINI 9D 1541} B DAI923Y

28essoN
3|NPayds X4d-g92 ay3
Ul 3|NP3aYISs 343 Mo||04

93esSaN
I[NP3Y1S X4a-49d2
PaAI923J IN

oL

ooz



US 9,179,439 B2

Sheet 8 of 11

Nov. 3, 2015

U.S. Patent

8 OId

pu3

93essawW 1Se2pLrOIQ |32 15414 Y3 Ul UOIIRWIOLUI
3|NPayIs 03 Buipiodde 33essaW 3NPaYIS
93 40 93e5S3W 15eIPROU(Q |[3D IXDU DY) DAIDIDY

93essaw 3|Npayds e 4o 33essaw 15edpeouq |32
1X2U e Jo Suiwi} Sulledipul UOIIRWIOUI S|NP3YIS
3uisludwod 28eSSaW 3seIPROU] [|9 15414 B DAIDI3Y

~N— 08

/ow



US 9,179,439 B2

Sheet 9 of 11

Nov. 3, 2015

U.S. Patent

6 DI

pul

uolrewJojul 3uliNPayds sy3 Jo uondod e Suipn|oul
93essaw 35eIpeoUq |99 3Y3 ‘S3esssw 3|NPIYIS Y3
01 3uanbasqgns a8essaw 3sedpeouq ||3 e Hwsued |

— 106
|[auueyd 3seapeouq ||32 e Joj Sulwn
3ujulyap uonrewJioul ulNpPayds 3uipn|oul adessaw
3INP3YIS Y3 ‘IN e 01 93eS5S3W I|NPIYIS e Hwsued |
™— z06

</oom



US 9,179,439 B2

Sheet 10 of 11

Nov. 3, 2015

U.S. Patent

01 "DIA

wnIpay

-1oinduwo)/A10wa N
9001 —

TOATOSURIT,

UOIEITUNTIIO))

8101 - o501 |\<

wowdinby 1as() Arejdwoxy

a3e10)§ o[qepeay [E—™

/20BJIAU] «—>

—

(s)10ssa001g

asodmg fereusny [N | o701

JNOIT 10 AMNPOIN
Sumy xaa | Nk P01

—>

JINOIIO IO S[NPOTA

uonoRIIXy
o[npayosg RYe 4d))¢

—>

1INDIID 10 A[NPON
Surato0oay /I 0701
a3eSSON gD

Hno1L) 3uIssad01d

N 001

/ 001

0001



US 9,179,439 B2

Sheet 11 of 11

Nov. 3, 2015

U.S. Patent

1 °OId
(5)108s3001]
|
osoding 1eroud
— a12210 N1 g7y
PPN
a3e101§ o1qepeYY
-1omdwo))/A10WaN JIMOIIO 10 JMPON
]
9011 — sumnpiors [Ny
JINOIID JO AOPOIA
 «—— Sunpwsuel | /
1OAIROSUBLL, 93BSSAA AINPAYOS — I
JeR AREINE |
UOTIBOTUNTUWIO.) JINDI1D 10 J[OPOIN
I\ <> Summsuer] /I 0z11
8IIT /] 33essOW €D
0€Il <
1MOIT) FUISSA0I]

snjereddy $s000y yI0MION Arefdwoxyg

N FOLI

/ 011

0011



US 9,179,439 B2

1
APPARATUS AND METHOD FOR
SCHEDULING CELL BROADCAST
MESSAGES

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit of U.S. Provisional
Application Ser. No. 61/640,907, entitled “Apparatus And
Method For Scheduling Cell Broadcast Messages™ and filed
onMay 1, 2012, which is expressly incorporated by reference
herein in its entirety.

BACKGROUND

1. Field

Aspects of the present disclosure relate generally to wire-
less communication systems, and more particularly, to wire-
less reception of Cell Broadcast Service messages.

2. Background

Wireless communication networks are widely deployed to
provide various communication services such as telephony,
video, data, messaging, broadcasts, and so on. Such net-
works, which are usually multiple access networks, support
communications for multiple users by sharing the available
network resources. One example of such a network is the
UMTS Terrestrial Radio Access Network (UTRAN). The
UTRAN is the radio access network (RAN) defined as a part
of the Universal Mobile Telecommunications System
(UMTS), a third generation (3G) mobile phone technology
supported by the 3rd Generation Partnership Project 3GPP).
UMTS, which is the successor to Global System for Mobile
Communications (GSM) technologies, currently supports
various air interface standards, such as Wideband-Code Divi-
sion Multiple Access (W-CDMA), Time Division—Code
Division Multiple Access (ITD-CDMA), and Time Divi-
sion—Synchronous Code Division Multiple Access (TD-
SCDMA). UMTS also supports enhanced 3G data commu-
nications protocols, such as High Speed Packet Access
(HSPA), which provides higher data transfer speeds and
capacity to associated UMTS networks.

As the demand for mobile broadband access continues to
increase, research and development continue to advance the
UMTS technologies not only to meet the growing demand for
mobile broadband access, but also to advance and enhance the
user experience with mobile communications.

SUMMARY

The following presents a simplified summary of one or
more aspects of the present disclosure, in order to provide a
basic understanding of such aspects. This summary is not an
extensive overview of all contemplated features of the disclo-
sure, and is intended neither to identify key or critical ele-
ments of all aspects of the disclosure nor to delineate the
scope of any or all aspects of the disclosure. Its sole purpose
is to present some concepts of one or more aspects of the
disclosure in a simplified form as a prelude to the more
detailed description that is presented later.

In one aspect, the disclosure provides a method of wireless
communication, including receiving a Cell Broadcast Mes-
sage comprising schedule information indicating timing of a
next Cell Broadcast Message, and receiving the next Cell
Broadcast Message according to the received schedule infor-
mation.

In another aspect, the disclosure provides a user equipment
(UE) configured for wireless communication, including at
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2

least one processor, a memory coupled to the at least one
processor, and a communication interface coupled to the at
least one processor. Here, the at least one processor is con-
figured to receive a Cell Broadcast Message comprising
schedule information indicating timing of a next Cell Broad-
cast Message, and to receive the next Cell Broadcast Message
according to the received schedule information.

In another aspect, the disclosure provides an apparatus
configured for wireless communication, including means for
receiving a Cell Broadcast Message comprising schedule
information indicating timing of a next Cell Broadcast Mes-
sage, and means for receiving the next Cell Broadcast Mes-
sage according to the received schedule information.

In another aspect, the disclosure provides a computer pro-
gram product, including a computer-readable storage
medium having instructions for causing a computer to receive
a Cell Broadcast Message comprising schedule information
indicating timing of a next Cell Broadcast Message, and to
receive the next Cell Broadcast Message according to the
received schedule information.

According to certain aspects of the disclosure, a method of
wireless communication comprises receiving a first cell
broadcast message and receiving a next cell broadcast mes-
sage or a schedule message according to schedule informa-
tion in the first cell broadcast message. The schedule infor-
mation may indicate timing of the next cell broadcast
message or the schedule message. The first cell broadcast
message may be received before timing information associ-
ated with a cell broadcast channel is known. For example, the
first cell broadcast message may be received after a reselec-
tion procedure or after termination of a voice call. The sched-
ule information in the first cell broadcast message may relate
to a discontinuous reception schedule defined in a missed
schedule message. Presence of the schedule information in
the first cell broadcast message may be indicated in a page
parameter of a header of the first cell broadcast message
and/or in a block identifier of the first cell broadcast message.

According to certain aspects of the disclosure, a method of
wireless communication comprises transmitting a schedule
message o a user equipment, and transmitting a cell broad-
cast message after the schedule message, where the cell
broadcast message includes at least a portion of the schedul-
ing information. The schedule message may define timing for
a cell broadcast channel. The cell broadcast message may
include an indicator of presence of scheduling information in
a header of the cell broadcast message. The indicator may be
provided in a block type octet or in a page parameter field.

These and other aspects of the invention will become more
fully understood upon a review of the detailed description,
which follows.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating an example of a
hardware implementation for an apparatus employing a pro-
cessing system.

FIG. 2 is a block diagram conceptually illustrating an
example of a telecommunications system.

FIG. 3 is a conceptual diagram illustrating an example of
an access network.

FIG. 4 is a conceptual diagram illustrating an example of a
radio protocol architecture for the user and control plane.

FIG. 5 is a block diagram conceptually illustrating an
example of a Node B in communication with a UE in a
telecommunications system.

FIG. 6 is a schematic diagram of a cell broadcast message
according to one example.
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FIG. 7 is a flow chart illustrating one example of a process
for receiving cell broadcast messages.

FIG. 8 is a flow chart illustrating one example of a process
for transmitting cell broadcast messages.

FIG. 9 is a flow chart illustrating a process of transmitting
CB Messages in accordance with certain aspects of the
present disclosure.

FIG. 10 is a diagram illustrating an example of a hardware
implementation for an exemplary user equipment apparatus
employing a processing circuit.

FIG. 11 is a diagram illustrating an example of a hardware
implementation for an exemplary network access apparatus
employing a processing circuit.

DETAILED DESCRIPTION

The detailed description set forth below in connection with
the appended drawings is intended as a description of various
configurations and is not intended to represent the only con-
figurations in which the concepts described herein may be
practiced. The detailed description includes specific details
for the purpose of providing a thorough understanding of
various concepts. However, it will be apparent to those skilled
in the art that these concepts may be practiced without these
specific details. In some instances, well-known structures and
components are shown in block diagram form in order to
avoid obscuring such concepts.

FIG. 1is a conceptual diagram illustrating an example of a
hardware implementation for an apparatus 100 employing a
processing system 114. In accordance with various aspects of
the disclosure, an element, or any portion of an element, or
any combination of elements may be implemented with a
processing system 114 that includes one or more processors
104. Examples of processors 104 include microprocessors,
microcontrollers, digital signal processors (DSPs), field pro-
grammable gate arrays (FPGAs), programmable logic
devices (PLDs), state machines, gated logic, discrete hard-
ware circuits, and other suitable hardware configured to per-
form the various functionality described throughout this dis-
closure.

In this example, the processing system 114 may be imple-
mented with a bus architecture, represented generally by the
bus 102. The bus 102 may include any number of intercon-
necting buses and bridges depending on the specific applica-
tion of the processing system 114 and the overall design
constraints. The bus 102 links together various circuits
including one or more processors (represented generally by
the processor 104), a memory 105, and computer-readable
media (represented generally by the computer-readable
medium 106). The bus 102 may also link various other cir-
cuits such as timing sources, peripherals, voltage regulators,
and power management circuits, which are well known in the
art, and therefore, will not be described any further. A bus
interface 108 provides an interface between the bus 102 and a
transceiver 110. The transceiver 110 provides a means for
communicating with various other apparatus over a transmis-
sion medium. Depending upon the nature of the apparatus, a
user interface 112 (e.g., keypad, display, speaker, micro-
phone, joystick) may also be provided.

The processor 104 is responsible for managing the bus 102
and general processing, including the execution of software
stored on the computer-readable medium 106. The software,
when executed by the processor 104, causes the processing
system 114 to perform the various functions described infra
for any particular apparatus. The computer-readable medium
106 may also be used for storing data that is manipulated by
the processor 104 when executing software.
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One or more processors 104 in the processing system may
execute software.

Software shall be construed broadly to mean instructions,
instruction sets, code, code segments, program code, pro-
grams, subprograms, software modules, applications, soft-
ware applications, software packages, routines, subroutines,
objects, executables, threads of execution, procedures, func-
tions, etc., whether referred to as software, firmware, middle-
ware, microcode, hardware description language, or other-
wise. The software may reside on a computer-readable
medium 106. The computer-readable medium 106 may be a
non-transitory computer-readable medium. A non-transitory
computer-readable medium includes, by way of example, a
magnetic storage device (e.g., hard disk, floppy disk, mag-
netic strip), an optical disk (e.g., a compact disc (CD) or a
digital versatile disc (DVD)), a smart card, a flash memory
device (e.g., a card, a stick, or a key drive), a random access
memory (RAM), a read only memory (ROM), a program-
mable ROM (PROM), an erasable PROM (EPROM), an elec-
trically erasable PROM (EEPROM), a register, a removable
disk, and any other suitable medium for storing software
and/or instructions that may be accessed and read by a com-
puter. The computer-readable medium may also include, by
way of example, a carrier wave, a transmission line, and any
other suitable medium for transmitting software and/or
instructions that may be accessed and read by a computer. The
computer-readable medium 106 may reside in the processing
system 114, external to the processing system 114, or distrib-
uted across multiple entities including the processing system
114. The computer-readable medium 106 may be embodied
in a computer program product. By way of example, a com-
puter program product may include a computer-readable
medium in packaging materials. Those skilled in the art will
recognize how best to implement the described functionality
presented throughout this disclosure depending on the par-
ticular application and the overall design constraints imposed
on the overall system.

The various concepts presented throughout this disclosure
may be implemented across a broad variety of telecommuni-
cation systems, network architectures, and communication
standards. Referring now to FIG. 2, as an illustrative example
without limitation, various aspects of the present disclosure
are illustrated with reference to a Universal Mobile Telecom-
munications System (UMTS) system 200. A UMTS network
includes three interacting domains: a core network 204, a
radio access network (RAN) (e.g., the UMTS Terrestrial
Radio Access Network (UTRAN) 202), and a UE 210.
Among several options available for a UTRAN 202, in this
example, the illustrated UTRAN 202 may employ a
W-CDMA air interface for enabling various wireless services
including telephony, video, data, messaging, broadcasts, and/
or other services. The UTRAN 202 may include a plurality of
Radio Network Subsystems (RNSs) such as an RNS 207,
each controlled by a respective Radio Network Controller
(RNC) such as an RNC 206. Here, the UTRAN 202 may
include any number of RNCs 206 and RNSs 207 in addition
to the illustrated RNCs 206 and RNSs 207. The RNC 206 is an
apparatus responsible for, among other things, assigning,
reconfiguring, and releasing radio resources within the RNS
207. The RNC 206 may be interconnected to other RNCs (not
shown) in the UTRAN 202 through various types of inter-
faces such as a direct physical connection, a virtual network,
or the like using any suitable transport network.

The geographic region covered by the RNS 207 may be
divided into a number of cells, with a radio transceiver appa-
ratus serving each cell. A radio transceiver apparatus is com-
monly referred to as a Node B in UMTS applications, but may
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also be referred to by those skilled in the art as a base station
(BS), a base transceiver station (BTS), a radio base station, a
radio transceiver, a transceiver function, a basic service set
(BSS), an extended service set (ESS), an access point (AP), or
some other suitable terminology. For clarity, three Node Bs
208 are shown in each RNS 207; however, the RNSs 207 may
include any number of wireless Node Bs. The Node Bs 208
provide wireless access points to a core network 204 for any
number of mobile apparatuses. Examples of a mobile appa-
ratus include a cellular phone, a smart phone, a session ini-
tiation protocol (SIP) phone, a laptop, a notebook, a netbook,
a smartbook, a personal digital assistant (PDA), a satellite
radio, a global positioning system (GPS) device, a multime-
dia device, a video device, a digital audio player (e.g., MP3
player), a camera, a game console, or any other similar func-
tioning device. The mobile apparatus is commonly referred to
as UE in UMTS applications, but may also be referred to by
those skilled in the art as a mobile station (MS), a subscriber
station, a mobile unit, a subscriber unit, a wireless unit, a
remote unit, a mobile device, a wireless device, a wireless
communications device, a remote device, a mobile subscriber
station, an access terminal (AT), a mobile terminal, a wireless
terminal, a remote terminal, a handset, a terminal, a user
agent, a mobile client, a client, or some other suitable termi-
nology. In a UMTS system, the UE 210 may further include a
universal subscriber identity module (USIM) 211, which con-
tains a user’s subscription information to a network. For
illustrative purposes, one UE 210 is shown in communication
with a number of the Node Bs 208. The downlink (DL), also
called the forward link, refers to the communication link from
aNode B 208 to a UE 210 and the uplink (UL), also called the
reverse link, refers to the communication link from a UE 210
to a Node B 208.

The core network 204 may interface with one or more
access networks, such as the UTRAN 202. As shown, the core
network 204 is a UMTS core network. However, as those
skilled in the art will recognize, the various concepts pre-
sented throughout this disclosure may be implemented in a
RAN, or other suitable access network, to provide UEs with
access to types of core networks other than UMTS networks.

The illustrated UMTS core network 204 includes a circuit-
switched (CS) domain and a packet-switched (PS) domain.
Some of the circuit-switched elements are a Mobile services
Switching Centre (MSC), a Visitor Location Register (VLR),
and a Gateway MSC (GMSC). Packet-switched elements
include a Serving GPRS Support Node (SGSN) and a Gate-
way GPRS Support Node (GGSN). Some network elements,
like EIR, HLR, VLR, and AuC may be shared by both of the
circuit-switched and packet-switched domains.

In the illustrated example, the core network 204 supports
circuit-switched services with a MSC 212 and a GMSC 214.
In some applications, the GMSC 214 may be referred to as a
media gateway (MGW). One or more RNCs, such as the RNC
206, may be connected to the MSC 212. The MSC 212 is an
apparatus that controls call setup, call routing, and UE mobil-
ity functions. The MSC 212 also includes a visitor location
register (VLR) that contains subscriber-related information
for the duration that a UE is in the coverage area of the MSC
212. The GMSC 214 provides a gateway through the MSC
212 for the UE to access a circuit-switched network 216. The
GMSC 214 includes a home location register (HLR) 215
containing subscriber data, such as the data reflecting the
details of the services to which a particular user has sub-
scribed. The HLR is also associated with an authentication
center (AuC) that contains subscriber-specific authentication
data. When a call is received for a particular UE, the GMSC
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214 queries the HLR 215 to determine the UE’s location and
forwards the call to the particular MSC serving that location.

The illustrated core network 204 also supports packet-
switched data services with a serving GPRS support node
(SGSN) 218 and a gateway GPRS support node (GGSN) 220.
General Packet Radio Service (GPRS) is designed to provide
packet-data services at speeds higher than those available
with standard circuit-switched data services. The GGSN 220
provides a connection for the UTRAN 202 to a packet-based
network 222. The packet-based network 222 may be the
Internet, a private data network, or some other suitable
packet-based network. The primary function of the GGSN
220 is to provide the UEs 210 with packet-based network
connectivity. Data packets may be transferred between the
GGSN 220 and the UEs 210 through the SGSN 218, which
performs primarily the same functions in the packet-based
domain as the MSC 212 performs in the circuit-switched
domain.

In a UMTS network that supports Cell Broadcast technol-
ogy, the RNC 206 may be coupled to a Cell Broadcast Center
(CBC) 250. In one example, the CBC 250 is coupled to the
RNC 206 using a standards defined interface, such as an uBC
interface, which may utilize standardized TCP/IP communi-
cation. In another example, the CBC 250 may be coupled to a
Base Station Controller (BSC) in a GSM network. Typically,
the CBC 250 may transmit information to the RNC 206 that
relates to a Cell Broadcast Message to be transmitted to the
UEs210.The UTRAN 202 is one example of a RAN that may
be utilized in accordance with the present disclosure.

FIG. 3 is a simplified schematic illustration of a RAN 300
in a UTRAN architecture. The system includes multiple cel-
Iular regions (cells), including cells 302, 304, and 306, each of
which may include one or more sectors. Cells may be defined
geographically (e.g., by coverage area) and/or may be defined
in accordance with a frequency, scrambling code, etc. That is,
the illustrated geographically-defined cells 302, 304, and 306
may each be further divided into a plurality of cells, e.g., by
utilizing different scrambling codes. For example, cell 304a
may utilize a first scrambling code, and cell 3045, while in the
same geographic region and served by the same Node B 344,
may be distinguished by utilizing a second scrambling code.

In a cell that is divided into sectors, the multiple sectors
within a cell can be formed by groups of antennas with each
antenna responsible for communication with UEs in a portion
of'the cell. For example, in cell 302, antenna groups 312, 314,
and 316 may each correspond to a different sector. Incell 304,
antenna groups 318, 320, and 322 may each correspond to a
different sector. In cell 306, antenna groups 324, 326, and 328
may each correspond to a different sector.

The cells 302, 304, and 306 may include several UEs that
may be in communication with one or more sectors of each
cell 302, 304, or 306. For example, UEs 330 and 332 may be
in communication with Node B 342, UEs 334 and 336 may be
in communication with Node B 344, and UEs 338 and 340
may be in communication with Node B 346. Here, each Node
B 342, 344, and 346 may be configured to provide an access
point to a core network 204 (see FIG. 2) for all the UEs 330,
332, 334, 336, 338, and 340 in the respective cells 302, 304,
and 306.

During a call with a source cell, or at any other time, the UE
336 may monitor various parameters of the source cell as well
as various parameters of neighboring cells. Further, depend-
ing on the quality of these parameters, the UE 336 may
maintain communication with one or more of the neighboring
cells. During this time, the UE 336 may maintain an Active
Set, that is, a list of cells to which the UE 336 is simulta-
neously connected (i.e., the UTRAN cells that are currently
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assigning a downlink dedicated physical channel DPCH or
fractional downlink dedicated physical channel F-DPCH to
the UE 336 may constitute the Active Set).

The UTRAN air interface may comprise a spread spectrum
Direct-Sequence

Code Division Multiple Access (DS-CDMA) system and,
in one example, may conform or comply with W-CDMA
standards. A spread spectrum DS-CDMA may spread user
data through multiplication by a sequence of pseudorandom
bits called chips. The W-CDMA air interface for the UTRAN
202 may be based on such DS-CDMA technology and may
additionally employ frequency division duplexing (FDD) that
uses a different carrier frequency for the uplink (UL) and
downlink (DL) between a Node B 408 and a UE 210. Another
air interface for UMTS that utilizes DS-CDMA, and uses
time division duplexing (TDD), is the TD-SCDMA air inter-
face. Those skilled in the art will recognize that although
various examples described herein may refer to a W-CDMA
air interface, the underlying principles are equally applicable
to a TD-SCDMA air interface or any other suitable air inter-
face.

In a wireless telecommunication system, the communica-
tion protocol architecture may take on various forms depend-
ing on the particular application. For example, in a 3GPP
UMTS system, the signaling protocol stack is divided into a
Non-Access Stratum (NAS) and an Access Stratum (AS). The
NAS provides the upper layers, for signaling between the UE
210 and the core network 204 (referring to FIG. 2), and may
include circuit switched and packet switched protocols. The
AS provides the lower layers, for signaling between the
UTRAN 202 and the UE 210, and may include a user plane
and a control plane. Here, the user plane or data plane carries
user traffic, while the control plane carries control informa-
tion (i.e., signaling).

Turning to FIG. 4, the AS is shown with three layers: Layer
1, Layer 2, and Layer 3. Layer 1 is the lowest layer and
implements various physical layer signal processing func-
tions. Layer 1 will be referred to herein as the physical layer
406. The data link layer, called Layer 2 408, is above the
physical layer 406 and is responsible for the link between the
UE 210 and Node B 208 over the physical layer 406.

At Layer 3, the RRC layer 416 handles the control plane
signaling between the UE 210 and the Node B 208. RRC layer
416 includes a number of functional entities for routing
higher layer messages, handling broadcasting and paging
functions, establishing and configuring radio bearers, etc.

In the illustrated air interface, the [.2 layer 408 is split into
sublayers. In the control plane, the [.2 layer 408 includes two
sublayers: a medium access control (MAC) sublayer 410 and
aradio link control (RLC) sublayer 412. In the user plane, the
L2 layer 408 additionally includes a packet data convergence
protocol (PDCP) sublayer 414. Although not shown, the UE
may have several upper layers above the 1.2 layer 408 includ-
ing a network layer (e.g., IP layer) that is terminated ata PDN
gateway on the network side and an application layer that is
terminated at the other end of the connection (e.g., farend UE,
server, etc.).

The PDCP sublayer 414 provides multiplexing between
different radio bearers and logical channels. The PDCP sub-
layer 414 also provides header compression for upper layer
data packets to reduce radio transmission overhead, security
by ciphering the data packets, and handover support for UEs
between Node Bs.

The RLC sublayer 412 generally supports an acknowl-
edged mode (AM) (where an acknowledgment and retrans-
mission process may be used for error correction), an unac-
knowledged mode (UM), and a transparent mode for data
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transfers, and provides segmentation and reassembly of upper
layer data packets and reordering of data packets to compen-
sate for out-of-order reception due to a hybrid automatic
repeat request (HARQ) at the MAC layer. In the acknowl-
edged mode, RL.C peer entities such as an RNC and a UE may
exchange various RLC protocol data units (PDUs) including
RLC Data PDUs, RLC Status PDUs, and RLC Reset PDUSs,
among others. In the present disclosure, the term “packet”
may refer to any RLLC PDU exchanged between RLC peer
entities.

The MAC sublayer 410 provides multiplexing between
logical and transport channels. The MAC sublayer 410 is also
responsible for allocating the various radio resources (e.g.,
resource blocks) in one cell among the UEs. The MAC sub-
layer 410 is also responsible for HARQ operations.

FIG. 5 is a block diagram of an exemplary Node B 510 in
communication with an exemplary UE 550, where the Node
B 510 may be the Node B 408 in FIG. 4, and the UE 550 may
be the UE 410 in FIG. 4. In the downlink communication, a
transmit processor 520 may receive data from a data source
512 and control signals from a controller/processor 540. The
transmit processor 520 provides various signal processing
functions for the data and control signals, as well as reference
signals (e.g., pilot signals). For example, the transmit proces-
sor 520 may provide cyclic redundancy check (CRC) codes
for error detection, coding and interleaving to facilitate for-
ward error correction (FEC), mapping to signal constellations
based on various modulation schemes (e.g., binary phase-
shift keying (BPSK), quadrature phase-shift keying (QPSK),
M-phase-shift keying (M-PSK), M-quadrature amplitude
modulation (M-QAM), and the like), spreading with orthogo-
nal variable spreading factors (OVSF), and multiplying with
scrambling codes to produce a series of symbols. Channel
estimates from a channel processor 544 may be used by a
controller/processor 540 to determine the coding, modula-
tion, spreading, and/or scrambling schemes for the transmit
processor 520. These channel estimates may be derived from
areference signal transmitted by the UE 550 or from feedback
from the UE 550. The symbols generated by the transmit
processor 520 are provided to a transmit frame processor 530
to create a frame structure. The transmit frame processor 530
creates this frame structure by multiplexing the symbols with
information from the controller/processor 540, resulting in a
series of frames. The frames are then provided to a transmitter
532, which provides various signal conditioning functions
including amplifying, filtering, and modulating the frames
onto a carrier for downlink transmission over the wireless
medium through antenna 534. The antenna 534 may include
one or more antennas, for example, including beam steering
bidirectional adaptive antenna arrays or other similar beam
technologies.

At the UE 550, a receiver 554 receives the downlink trans-
mission through an antenna 552 and processes the transmis-
sion to recover the information modulated onto the carrier.
The information recovered by the receiver 554 is provided to
a receive frame processor 560, which parses each frame, and
provides information from the frames to a channel processor
594 and the data, control, and reference signals to a receive
processor 570. The receive processor 570 then performs the
inverse of the processing performed by the transmit processor
520 in the Node B 510. More specifically, the receive proces-
sor 570 descrambles and despreads the symbols, and then
determines the most likely signal constellation points trans-
mitted by the Node B 510 based on the modulation scheme.
These soft decisions may be based on channel estimates com-
puted by the channel processor 594. The soft decisions are
then decoded and deinterleaved to recover the data, control,
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and reference signals. The CRC codes are then checked to
determine whether the frames were successfully decoded.
The data carried by the successfully decoded frames will then
be provided to a data sink 572, which represents applications
running in the UE 550 and/or various user interfaces (e.g.,
display). Control signals carried by successfully decoded
frames will be provided to a controller/processor 590. When
frames are unsuccessfully decoded by the receiver processor
570, the controller/processor 590 may also use an acknowl-
edgement (ACK) and/or negative acknowledgement (NACK)
protocol to support retransmission requests for those frames.

In the uplink, data from a data source 578 and control
signals from the controller/processor 590 are provided to a
transmit processor 580. The data source 578 may represent
applications running in the UE 550 and various user inter-
faces (e.g., keyboard). Similar to the functionality described
in connection with the downlink transmission by the Node B
510, the transmit processor 580 provides various signal pro-
cessing functions including CRC codes, coding and interleav-
ing to facilitate FEC, mapping to signal constellations,
spreading with OVSFs, and scrambling to produce a series of
symbols. Channel estimates, derived by the channel proces-
sor 594 from a reference signal transmitted by the Node B 510
or from feedback contained in the midamble transmitted by
the Node B 510 may be used to select the appropriate coding,
modulation, spreading, and/or scrambling schemes. The
symbols produced by the transmit processor 580 will be pro-
vided to a transmit frame processor 582 to create a frame
structure. The transmit frame processor 582 creates this frame
structure by multiplexing the symbols with information from
the controller/processor 590, resulting in a series of frames.
The frames are then provided to a transmitter 556, which
provides various signal conditioning functions including
amplification, filtering, and modulating the frames onto a
carrier for uplink transmission over the wireless medium
through the antenna 552.

The uplink transmission is processed at the Node B 510 in
a manner similar to that described in connection with the
receiver function at the UE 550. A receiver 535 receives the
uplink transmission through the antenna 534 and processes
the transmission to recover the information modulated onto
the carrier. The information recovered by the receiver 535 is
provided to a receive frame processor 536, which parses each
frame, and provides information from the frames to the chan-
nel processor 544 and the data, control, and reference signals
to a receive processor 538. The receive processor 538 per-
forms the inverse of the processing performed by the transmit
processor 580 in the UE 550. The data and control signals
carried by the successfully decoded frames may then be pro-
vided to a data sink 539 and the controller/processor, respec-
tively. If some of the frames were unsuccessfully decoded by
the receive processor, the controller/processor 540 may also
use an acknowledgement (ACK) and/or negative acknowl-
edgement (NACK) protocol to support retransmission
requests for those frames.

The controller/processors 540 and 590 may be used to
direct the operation at the Node B 510 and the UE 550,
respectively. For example, the controller/processors 540 and
590 may provide various functions including timing, periph-
eral interfaces, voltage regulation, power management, and
other control functions. The computer readable media of
memories 542 and 592 may store data and software for the
Node B 510 and the UE 550, respectively. A scheduler/pro-
cessor 546 at the Node B 510 may be used to allocate
resources to the UEs and schedule downlink and/or uplink
transmissions for the UEs.
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According to certain aspects of the present disclosure, one
or more of the CBC 250, the RNC 206, and/or the Node B 208
may be configured to transmit a Cell Broadcast Message
having scheduling information as described below. In some
aspects of the present disclosure the UE 210 may be config-
ured to receive and parse a Cell Broadcast Message having
scheduling information as described below. In particular, in a
UE 550, a processor 590 may be configured to receive and
parse the Cell Broadcast Message in accordance with the
description below. Furthermore, in various aspects of the
disclosure, at least one processor such as in the processing
system 114 may be utilized to implement one or more of the
processes or functions described below.

Cell Broadcast (CB) service is a feature supported in GSM
and UMTS technologies, as defined by the 3GPP standards
body. Cell Broadcast service information may be transmitted
from a Cell Broadcast Center 250 to nearby UEs 210, and
typically includes information such as the name of the city/
region where the cell is located, which may then be visualized
on the display of a UE 210. Typically, CB messages are
transmitted to the cell over a cell broadcast channel (CBCH)
at 1.88-second intervals.

For the GSM standard, 3GPP TS 44.012, revision 8.8.0,
titled “Short Message Service Cell Broadcast (SMSCB) sup-
port onthe mobile radio interface” and incorporated herein by
reference in its entirety, describes the SMS Cell Broadcast
Service, as it is implemented in a conventional GSM system
according to Rev. 8 standards. The SMS Cell Broadcast ser-
vice is designed to minimize the battery usage requirements
for a UE 210. The UE 210 can read the first part of a CB
message and then decide whether or not to read the remainder
of the message. In addition, the network may broadcast
Schedule Messages, providing information in advance about
the CB messages that will be sent immediately afterwards.
The UE 210 may use this scheduling information to restrict
reception to those messages relevant to the UE 210.

CB-DRX is a more recent development for Cell Broadcast
messaging, enabling a reduction in receiver power usage at
the UE 210 in the cell that receives the CB messages. With
CB-DRX, rather than listening to the CBCH at each 1.88-
second interval, a Schedule Message provides a schedule for
CB messaging, such that the UE 210 can listen to the CBCH
more infrequently. The Schedule Message provides schedul-
ing for a predetermined Schedule Period, e.g., including the
next 48 slots, for the reading of the CBCH. By utilizing the
information in the Schedule Message, the UE 210 may deter-
mine which slots on the CBCH carry information for the cell.

One issue with conventional CB-DRX is that if a UE 210
fails to read the Schedule Message, the UE 210 thereafter is
generally required to read the CBCH at every 1.88-second
interval through all 48 slots, as in non-DRX CB messaging,
until it successfully receives a Schedule Message from the
network. This scenario can result in a relatively high power
consumption and premature battery drain, and essentially
frustrates the main purpose of CB-DRX. Furthermore, this
scenario can cause page messages directed to the UE 210 to
be missed. This problem can become exacerbated in the case
of'a dual SIM dual standby UE 210, which may be configured
to read the CBCH every 1.88 seconds on both subscriptions,
thereby causing a potentially large number of missed pages.
Schedule Messages may be missed during cell reselections
and during voice calls, for example.

The SMSCB DRX Schedule Message transmitted by a
network typically includes information regarding a plurality
of consecutive CB messages that are scheduled or planned to
immediately follow the Schedule Message. For optimum
DRX, a new Schedule Message may follow the last message
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sent in a Schedule Period. Schedule Messages are sent on
basic and extended CBCH independently. When no informa-
tion is known about a CB message, because no Schedule
Message has been received related to the CB message, the UE
210 typically reads at least the first part of the CB message.

According to certain aspects of the present disclosure, aCB
Message may be adapted to carry information relating to a
schedule for a subsequent CB Message. This information is
additional scheduling information that may complement
scheduling information provided in a Schedule Message. If a
UE 210 fails to receive the Schedule Message, it may deter-
mine one or more future time slots in which a subsequent CB
Message relevant to the UE 210 may be received. If the UE
210 misses a first Schedule Message, it need not listen to all
remaining slots of the 48 slots defined in a Scheduling Period
for the next Schedule Message. Rather, the UE 210 typically
receives the next CB Message in order to retrieve schedule
information corresponding to one or more subsequent CB
Messages. The next CB Message may be transmitted in the
next slotorin a subsequent slot. Accordingly, the UE 210 may
read the CBCH every 1.88 seconds until it receives at least
one CB Message. In the next CB Message, the UE 210 may
obtain the information indicating when the UE 210 should
wake up again to read the CBCH. Thus, certain aspects of the
present disclosure enable power savings relative to a conven-
tional CB-DRX-enabled UE 210.

FIG. 6 is a schematic illustration 600 including a CB Mes-
sage 620 according to some aspects of the present disclosure.
The CB Message 620 may comprise a plurality of blocks 612,
614, 616 and 618 and each block may comprise a first octet
610 that serves as at least a portion of a header. In the example
depicted, the CB Message 620 comprises 4 blocks 612, 614,
616 and 618, each block 612, 614, 616 and 618 having 23
octets, of which the first octet 610 of each block comprises a
Block Type. Thus, the first octet 610 of the block in each CB
Message 620 comprises a Block Type octet 610 that may
identify the function of the block 612, 614, 616 or 618, and
certain other attributes of the CB Message 620.

As depicted in FIG. 6, the first octet 610 comprises a
sequence number field 608, a last block (LB) field 606, a Link
Protocol Discriminator (LPD) field 604 and a spare field 602.
Bits 1 and 2 of the octet 610, which are part of the sequence
number field 608, are used to indicate which of four blocks is
being received, and bit 4 of the octet 610 may be set to binary
1 when the block belongs to a Schedule Message, and for the
purpose of indicating that the block is part of a Schedule
Message. The LB field 66 is used to indicate the last block of
a CB Message 620 that comprises SMS Cell Broadcast infor-
mation. The LPD takes the value “0 1” for CB Messages 620,
and other values of LPD indicate other protocols which may
cause the CB Message 620 to be ignored when the CB LPD is
expected.

In an aspect of the present disclosure, the field 602 (bit 8 of
the octet 610) may be utilized as an indicator to the UE 210
that additional schedule information is included in the CB
Message 620. In one example, the UE 210 may parse the CB
Message 620 to determine the schedule information for the
next CB Message (not shown) if bit 8 of the first octet 610 is
set to binary 1. In conventional systems, bit 8 of the octet 610
is a spare bit that is generally set to zero by the sender and
ignored by a conventional receiver. Messages are typically
not rejected if this field 602 is assigned a non-zero value.

According to certain aspects of the present disclosure, a
Page Parameter may be utilized to explicitly indicate the
occurrence of the next CB Message. The Page Parameter may
be an element of a 6-octet CB Message Header. In one
example, the Page Parameter may indicate the number of slots
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that will pass before the network is to send the next CB
Message relevant to the UE 210. The Page Parameter may be
coded as two 4-bit fields. The first field (bits 0-3) may indicate
the binary value of the total number of pages in a CB Schedule
message, and the second field (bits 4-7) may indicate a spe-
cific page number within that sequence. In one example, the
coding may start at 0001, with a setting of 0000 being
reserved. If a UE 210 receives the code 0000 in either the first
field or the second field, then the UE 210 may treat the CB
Schedule Message in the same manner that it treats a CB
Schedule Message with a page parameter 0001 0001 (i.e., a
single page message).

In certain embodiments, the first field or the second field of
a Page Parameter may be set to the value 0000 to indicate that
the UE 210 may find scheduling information in the CB Mes-
sage. In this way, existing functionality of conventional UEs
is not affected. The content of the scheduling information
within the CB Message may be included in any suitable octet
within the CB Message. For example, the scheduling infor-
mation may be transmitted in a predetermined octet within
the CB Message 620, at a bit position known to both the
receiving UE 210 and a transmitting entity such as the CBC
250, the RNC 206, and/or the Node B 208.

FIG. 7 is a flow chart illustrating a process 700 of receiving
Cell Broadcast Messages in accordance with an aspect of the
present disclosure. In various aspects, the process 700 may be
implemented by the UE 550, e.g., by utilizing one or more of
the receiver 554, processor 590, or any other suitable block
within the UE 550.

At step 702, the UE 550 may determine if it received a
CB-DRX Schedule Message. As described above, the CB-
DRX Schedule Message is a conventional message that pro-
vides scheduling for the Schedule Period for the reading of
the CBCH. If the UE 550 received the CB-DRX Schedule
Message, then at step 704, the UE 550 may follow the sched-
ule provided in the received message. In this way, conven-
tional CB-DRX may be implemented.

If, however, at step 702 the UE 550 did not receive the
CB-DRX Schedule Message, then at step 706, the UE 550
may receive a first CB Message. At step 708, the UE 550 may
parse the first CB Message and extract schedule information
indicating a next Cell Broadcast Message, e.g., identifying
one or more slots that may carry the Cell Broadcast Message
information. Thus, in block 710, the UE 550 may receive the
Cell Broadcast Message according to the schedule extracted
in block 708.

FIG. 8 is a flow chart illustrating a method for receiving CB
Messages in accordance with certain aspects of the present
disclosure. The method 800 may be performed by the UE 550,
and my employ one or more of the receiver 554, processor
590, or any other suitable block within the UE 550.

At step 802, the UE 550 may receive a first cell broadcast
message. The first cell broadcast message may comprise
schedule information indicating timing of a next cell broad-
cast message or a schedule message. The UE 550 may moni-
tor a communications link in order to receive the first CB
Message. The first CB Message may comprise schedule
information indicating timing of a next CB message or a
Schedule Message. The first CB message may be received
before timing information associated with a CB channel is
known. The first CB message may be received after a rese-
lection procedure or after termination of a voice call. The
Schedule Message may be received and may include timing
information for one or more subsequent CB Messages during
a scheduling period. In some embodiments, one or more
subsequent CB Messages may be received in accordance with
the timing information included in the Schedule Message.
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The next CB Message or the Schedule Message may be
received by monitoring a CB channel at intervals defined by
the schedule information in the first CB Message. The first
CB message may be received by periodically reading a CB
channel until the first CB Message is received. The first CB
Message may be identified in a block type octet in the first cell
broadcast message.

At step 804, the UE 550 may receive the next cell broadcast
message or the schedule message according to the schedule
information in the first cell broadcast message. The UE 550
may parse the first CB Message and extract schedule infor-
mation indicating the expected timing of next CB Message. In
one example, the schedule information may identify one or
more slots that carry the CB Message information.

The schedule information in the first CB Message may
relate to a DRX schedule defined in a previously missed
Schedule Message. The schedule information may have been
adapted to identify a slot configured to carry the next CB
Message. The schedule information may have been adapted
to identify a slot configured to carry the Schedule Message.
The presence of the schedule information in the first CB
Message may be indicated in a page parameter of a header of
the first CB Message.

FIG. 9 is a flow chart illustrating a process 900 of trans-
mitting CB Messages in accordance with certain aspects of
the present disclosure. The process 700 may be implemented
by network entity such as the Node B 510, which may utilize,
for example, one or more of the transmitter 532, processor
540, or any other suitable block within the Node B 510.

At step 902, the Node B 510 may transmit a Schedule
Message to a UE 550. The Schedule Message may include
scheduling information defining timing for a cell broadcast
channel. The scheduling information may define one or more
timing slots allocated to carry one or more CB Messages for
the UE 550. The scheduling information may define a DRX
schedule for the CB channel.

At step 904, the Node B 510 may transmit the CB Message
subsequent to the Schedule Message. The CB Message may
include a portion of the scheduling information transmitted in
the Schedule Message. The Node B 510 may adapt the CB
Message to include the portion of scheduling information.
The portion of the scheduling information may define a slotin
the CB channel that is allocated to carry a next CB Message
for the UE 550. The portion of the scheduling information
may be adapted to identify a slot allocated to carry a next
Schedule Message for the UE. The CB Message may be
adapted to include an indicator of presence of scheduling
information in a header of the cell broadcast message. The
indicator may be provided in a block type octet or in a page
parameter field.

FIG. 10 is a diagram 1000 illustrating an example of a
hardware implementation for an exemplary user equipment
apparatus 1002 employing a processing circuit 1004. The
apparatus 1002 may comprise a UE 550 and may employ one
or more of a receiver 554-processor 590, memory 592 and
other circuits or modules to perform certain of the functions
described herein. The processing circuit 1004 may be imple-
mented with a bus architecture, represented generally by the
bus 1030. The bus 1030 may include any number of intercon-
necting buses and bridges depending on the application and
attributes of the processing circuit 1004 and overall design
constraints. The bus 1030 may link together various circuits
including general-purpose processors 1026 and/or one or
more processors 560, 570, 590, 594, 580, 582, and/or other
hardware modules 554, 556, 572, 578 that perform specific
functions, as well as the computer-readable storage medium
1006, which may comprise one or more of memory 592, data
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source 578 and data sink 572. The bus 1030 may also link
various other circuits such as timing sources, peripherals,
voltage regulators, and power management circuits, which
are well known in the art, and therefore, will not be described
any further.

The processing circuit 1004 may be coupled to one or more
transceivers, which may comprise receiver 554 and transmit-
ter 556 and/or other related circuits and modules. The one or
more transceivers 1018 may be used for communications
between UE 550 and one or more entities 510 of a network.

The processing circuit 1004 may include one or more pro-
cessors 1026, 560, 570, 590, 594, 580, 582, which may be
responsible for certain general processing tasks, including the
execution of software stored on the computer-readable stor-
age medium 1006. The software, when executed by the one or
more processors 1026, 560, 570, 590, 594, 580, 582, may
cause the processing circuit 1004 to perform the various
functions described supra for any particular apparatus. The
computer-readable storage medium 1006 may also be used
for storing data that is manipulated by the processing circuit
1004 when executing software.

The processing circuit 1004 further includes at least one of
the modules 1020, 1022 and 1024. The modules 1020, 1022
and 1024 may be software modules running on the processing
circuit 1004, resident/stored in the computer readable storage
medium 1006, one or more hardware modules coupled to the
processing circuit 1004, or some combination thereof. In one
configuration, the apparatus 1002 for wireless communica-
tion includes means 1020 for receiving CB Messages and
Schedule Messages, means 1022 for extracting schedule
information from a CB Message, and means 1024 for deter-
mining DRX timing information for the apparatus 1002 based
on the extracted schedule information.

FIG. 11 is a diagram 1100 illustrating an example of a
hardware implementation for an exemplary network access
apparatus 1102 employing a processing circuit 1104. The
network access apparatus 1102 may comprise a CBC 250, an
RNC 206, or a Node B 208. In the example of a Node B, the
apparatus 1102 may employ one or more of a receiver 535,
processor 540, memory or other storage 542 and other circuits
or modules to perform certain of the functions described
herein. The processing circuit 1104 may be implemented with
a bus architecture, represented generally by the bus 1130. The
bus 1130 may include any number of interconnecting buses
and bridges depending on the application and attributes of the
processing circuit 1104 and overall design constraints. The
bus 1130 may link together various circuits including gen-
eral-purpose processors 1126 and/or one or more processors
520,530, 540, 544, 536, 538, and/or other hardware modules
512, 532, 546, 539, 535 that perform specific functions, as
well as the computer-readable storage medium 1106, which
may comprise one or more of memory 542, data source 512
and data sink 539. The bus 1130 may also link various other
circuits such as timing sources, peripherals, voltage regula-
tors, and power management circuits, which are well known
in the art, and therefore, will not be described any further.

The processing circuit 1104 may be coupled to one or more
transceivers, which may comprise receiver 554 and transmit-
ter 556 and/or other related circuits and modules. The one or
more communications interfaces and/or transceivers 1118
may be used for communications between UE 550 and one or
more entities 510 of a network.

The processing circuit 1104 may include one or more pro-
cessors 1126, 560, 570, 590, 594, 580, 582, which may be
responsible for certain general processing tasks, including the
execution of software stored on the computer-readable stor-
age medium 1106. The software, when executed by the one or
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more processors 1126, 560, 570, 590, 594, 580, 582, may
cause the processing circuit 1104 to perform the various
functions described supra for any particular apparatus. The
computer-readable storage medium 1106 may also be used
for storing data that is manipulated by the processing circuit
1104 when executing software.

The processing circuit 1104 further includes at least one of
the modules 1120, 1122 and 1124. The modules 1120, 1122
and 1124 may be software modules running on the processing
circuit 1104, resident/stored in the computer readable storage
medium 1106, one or more hardware modules coupled to the
processing circuit 1104, or some combination thereof. In one
configuration, the apparatus 1102 for wireless communica-
tion includes means 1120 for transmitting CB Messages to
the UE 550, means 1122 for transmitting Schedule Messages
to the UE 550, means 1124 for determining slot timing infor-
mation for the cell.

Several aspects of a telecommunications system have been
presented with reference to a W-CDMA system. As those
skilled in the art will readily appreciate, various aspects
described throughout this disclosure may be extended to
other telecommunication systems, network architectures and
communication standards.

By way of example, various aspects may be extended to
other UMTS systems such as TD-SCDMA and TD-CDMA.
Various aspects may also be extended to systems employing
Long Term Evolution (LTE) (in FDD, TDD, or both modes),
LTE-Advanced (LTE-A) (in FDD, TDD, or both modes),
CDMA2000, Evolution-Data Optimized (EV-DO), Ultra
Mobile Broadband (UMB), IEEE 802.11 (Wi-Fi), IEEE
802.16 (WiMAX), IEEE 802.20, Ultra-Wideband (UWB),
Bluetooth, and/or other suitable systems. The actual telecom-
munication standard, network architecture, and/or communi-
cation standard employed will depend on the specific appli-
cation and the overall design constraints imposed on the
system.

It is to be understood that the specific order or hierarchy of
steps in the methods disclosed is an illustration of exemplary
processes. Based upon design preferences, it is understood
that the specific order or hierarchy of steps in the methods
may be rearranged. The accompanying method claims
present elements of the various steps in a sample order, and
are not meant to be limited to the specific order or hierarchy
presented unless specifically recited therein.

The previous description is provided to enable any person
skilled in the art to practice the various aspects described
herein. Various modifications to these aspects will be readily
apparent to those skilled in the art, and the generic principles
defined herein may be applied to other aspects. Thus, the
claims are not intended to be limited to the aspects shown
herein, but are to be accorded the full scope consistent with
the language of the claims, wherein reference to an element in
the singular is not intended to mean “one and only one” unless
specifically so stated, but rather “one or more.” Unless spe-
cifically stated otherwise, the term “some” refers to one or
more. A phrase referring to “at least one of” a list of items
refers to any combination of those items, including single
members. As an example, “at least one of: a, b, or ¢” is
intended to cover: a;b;c;aand b;aand ¢;band ¢;and a, b and
c. All structural and functional equivalents to the elements of
the various aspects described throughout this disclosure that
are known or later come to be known to those of ordinary skill
in the art are expressly incorporated herein by reference and
are intended to be encompassed by the claims. Moreover,
nothing disclosed herein is intended to be dedicated to the
public regardless of whether such disclosure is explicitly
recited in the claims. No claim element is to be construed
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under the provisions of 35 U.S.C. §112, sixth paragraph,
unless the element is expressly recited using the phrase
“means for” or, in the case of a method claim, the element is
recited using the phrase “step for.”

The invention claimed is:

1. A method of wireless communication, comprising:

transmitting a schedule message to a user equipment (UE),

the schedule message including scheduling information
defining timing for a cell broadcast channel; and
transmitting a cell broadcast message subsequent to the
schedule message, wherein the cell broadcast message
includes a portion of the scheduling information.

2. The method of claim 1, wherein the scheduling infor-
mation defines one or more timing slots allocated to carry one
or more cell broadcast messages for the UE.

3. The method of claim 1, wherein the scheduling infor-
mation defines a discontinuous reception schedule for the cell
broadcast channel.

4. The method of claim 1, wherein the portion of the sched-
uling information defines a slot in the cell broadcast channel
that is allocated to carry a next cell broadcast message for the
UE.

5. The method of claim 1, wherein the portion of the sched-
uling information is adapted to identify a slot allocated to
carry a next schedule message for the UE.

6. The method of claim 1, wherein the cell broadcast mes-
sage includes an indicator of presence of scheduling informa-
tion in a header of the cell broadcast message.

7. The method of claim 6, wherein the indicator is provided
in a block type octet or in a page parameter field.

8. An apparatus configured for wireless communication,
comprising:

at least one processor;

a memory coupled to the at least one processor; and

a communication interface coupled to the at least one pro-

cessof,

wherein the at least one processor is configured to:

transmit a schedule message to a user equipment (UE),
the schedule message including scheduling informa-
tion defining timing for a cell broadcast channel; and
transmit a cell broadcast message subsequent to the
schedule message, wherein the cell broadcast mes-
sage includes a portion of the scheduling information.

9. The apparatus of claim 8, wherein the scheduling infor-
mation defines one or more timing slots allocated to carry one
or more cell broadcast messages for the UE.

10. The apparatus of claim 8, wherein the scheduling infor-
mation defines a discontinuous reception schedule for the cell
broadcast channel.

11. The apparatus of claim 8, wherein the portion of the
scheduling information defines a slot in the cell broadcast
channel that is allocated to carry a next cell broadcast mes-
sage for the UE.

12. The apparatus of claim 8, wherein the portion of the
scheduling information is adapted to identity a slot allocated
to carry a next schedule message for the UE.

13. The apparatus of claim 8, wherein the cell broadcast
message includes an indicator of presence of scheduling
information in a header of the cell broadcast message.

14. The apparatus of claim 13, wherein the indicator is
provided in a block type octet or in a page parameter field.

15. An apparatus configured for wireless communication,
comprising:

means for transmitting a schedule message to a user equip-

ment (UE), the schedule message including scheduling
information defining timing for a cell broadcast channel;
and
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means for transmitting a cell broadcast message subse-
quent to the schedule message, wherein the cell broad-
cast message includes a portion of the scheduling infor-
mation.

16. The apparatus of claim 15, wherein the scheduling
information defines one or more timing slots allocated to
carry one or more cell broadcast messages for the UE.

17. The apparatus of claim 15, wherein the scheduling
information defines a discontinuous reception schedule for
the cell broadcast channel.

18. The apparatus of claim 15, wherein the portion of the
scheduling information defines a slot in the cell broadcast
channel that is allocated to carry a next cell broadcast mes-
sage for the UE.

19. The apparatus of claim 15, wherein the portion of the
scheduling information is adapted to identity a slot allocated
to carry a next schedule message for the UE.

20. The apparatus of claim 15, wherein the cell broadcast
message includes an indicator of presence of scheduling
information in a header of the cell broadcast message.

21. The apparatus of claim 20, wherein the indicator is
provided in a block type octet or in a page parameter field.

#* #* #* #* #*
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